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The Tiger RT-00-10 Timer is designed to provide 
simple automated control of Tiger Control systems. 
Up to 32 events may be programmed per day 
with each day Monday - Sunday being individually 
programmable.

Key Features

 » 7 day remote timer.

 » 32 events selectable per day.

 » Operates with Tiger Scene Setting systems.

 » Auto/manual operation.

 » Programmable by front panel.

 » Auto summer/winter correction (optional).

 » 2 year warranty.

Remote Timer
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Technical Data
Power
Power Supply  » +5V from dataline

Connections & Cable Specifications
Protocol  » Tiger Scene Setting

Operates  » Tiger Systems

Overrides  » Volt free inputs for scene control

Mechanical
Conduit Entries  » 210mm x 125mm

Dimensions  » 220mm High x 195mm Wide x 35mm Deep

Fixing Centres  » 182mm x 178mm

Weight  » 315g

Packed Size  » 225mm High x 200mm Wide x 40mm Deep

Packed Weight  » 320g

System Architecture

Installation should be in accordance with the relevant National Wiring Regulations and other applicable Regulations. Compliance 
to EC EMC and Low Voltage Directives may be invalidated if not used or installed according to the published specification.

RT-00-10 should be located in well ventilated areas and should not be covered or enclosed by insulating materials.

Mode reserve the right to amend the product specification or design at any time and without notice.
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